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FORMULA LCC-NF
non-foaming c.i.p. alkaline cleaner

Description: 
FORMULA LCC-NF is a high alkaline CIP cleaner.  FORMULA LCC-NF contains very low foaming, surface 
activating agents to penetrate soils and rinse freely.  Emulsifies and saponifies Fats, Oils, and Greases (FOG).  
Sequestering and chelating agents prevent calcium carbonate scale build up.  Effective for cleaning both hot and 
cold processing surfaces.  This product is designed for use in food processing facilities.  Does not contain 
any animal derivatives or quaternary ammonium compounds.

Safety:
DANGER: FOR INDUSTRIAL USE ONLY.
Wear chemical goggles, rubber gloves, rubber apron, and rubber boots when handling this product.
FIRST AID:
EYES:  In case of contact, immediately flush eyes with plenty of clean running water for at least 15 minutes, lifting 
the upper and lower lids occasionally.  Remove contact lenses, if worn.  Get medical attention immediately.
EXTERNAL:  In case of contact, immediately flush skin with plenty of clean running water for at least 15 minutes, 
while removing contaminated clothing and shoes.  If burn or irritation occurs, call a physician.
INGESTION:  If swallowed, DO NOT induce vomiting.  Get medical attention immediately.  If victim is fully 
conscious, give plenty of water to drink.  Never give anything by mouth to an unconscious person.
INHALATION:  If inhaled, immediately move to fresh air.  If not breathing, give artificial respiration.  Do not 
use mouth-to-mouth method if victim ingested or inhaled the substance, use a proper respiratory medical 
device.

Directions for Use:  
Before using, read Material Safety Data Sheet for this product.

Hot Processing Equipment and Pipelines:
1. 	Soil load conditions determine the level of alkalinity required.  Recommend a starting dilution of 1.5 gallons of 	
	 FORMULA LCC-NF to 100 gallons of cold water.  Heavier soil conditions require higher concentrations.
2.	 Heat the solution to 170OF – 190OF, cleaning temperature should exceed the operating process temperature, and 	
	 circulate for 1 hour.
3.	 Drain and rinse thoroughly with potable water.
4.	 A neutralizing acid solution should be circulated through the equipment.
5.	 Drain and rinse thoroughly with potable water.
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